
MSP312                                                                                           
4K Mini Convertor (HDMI 2.0-DP 1.2)

Key Features

●  HDR signal pass through ●  Input and output  resolution up to 3840×2160@60

●  HDCP 2.2 compliant ●  Color Space 24bit RGB/YCbCr 4:4:4 8bit

●  Two-to-One, rack mount, wing mount in application 

Specification 
Connectors Input HDMI 1×HDMI-A

Output DP 1×DisplayPort

Power 1×DC Jack

Performance Input Resolutions HDMI 2.0

SMPTE 720p@60 | 1080p@60 | 2160p@30/50/60

VESA 1280×720@60 | 1360×768@60 | 1366×768@60 | 1600×900@60 | 1920×1080@60 |

 2540×1440@60 | 3480×2048@60 | 3840×2160@30/50/60 
Output Resolutions DisplayPort

VESA 1280×720@60 | 1360×768@60| 1366×768@60|1600×900@60 |1920×1080@60 | 

2540×1440@60 | 3480×2048@60 | 3840×2160@30/50/60 
Supported Standard HDMI 2.0

DP 1.2

Power Input Voltage DC 5V (via Plug Pack Supplied)

Environment Working Temperature -20℃~60℃

Humidity 0%~90%RH

Physical Weight Net (Device) 0.1kg

Packaged 0.4kg

Dimensions Net (Device) 98mm×47mm×24mm

Packaged 160mm×120mm×80mm

Application Dimension

Two to One Rack mount Wing mount

Order Codes

Item Product Code

621-0312-01-0 MSP312

920-0005-01-0 MSP Garage with PSU
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