MSP 325H
HDMI Encoder

Key Features

e Support one main stream and three sub stream to different platform
® Support RTMP/ SRT stream to live platform
e Support WEB management

® Preview main/sub stream on WEB

HDMI ENCODER

RTMP/RTSP/HTTP/HLS/UDP/RTP OWER LAN HOM e 0SD can be configured on main/sub stream respectively

e Support words,logo,scrolling text and time for OSD

Specification
Connectors Input HDMI 1xHDMI-A
Audio 1x3.5mm Jack
Output H.265 1xRJ45
Power 1xDC Jack
Performance Input Resolutions HDMI
SMPTE 720p@23.98/24/25/29.97/30/50/59.94/60 | 1080i@23.98/24/25/29.97/30/50/59.94/60 |
1080p@23.98/24/25/29.97/30/50/59.94/60
VESA 800x600@60 | 1024x768@60 | 1280x768@60 | 1280x1024@60 | 1366x768@60 | 1600x1200@60 |
1920x1080@60
Output Resolutions H.264 | H.265
480x320 | 480x360 | 480x384 |480x480 | 544x480 |608x448 | 640x360 | 640x480 | 704x576 | 720x404 |720x480 |
720x540 | 720x576 | 850x480 |1024x576 | 1280x720| 1680x1056|1920x1080
Supported Standard HDMI 13
H.265 baseline profile/main profile/high profile
Power Input Voltage DC 12V/1.5A
Power Consumption <5W
Enviroment Working Temperature -20~60C
Humidity 0~ 65%
Physical Weight 237g
Dimensions 125mm x 103mm x 30mm
Application
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Order Codes
Product Code Item
601-0325-02-0 MSP 325H
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